
 

 

 

V. C. Bird International Airport is an international airport located on the island of Antigua, 8 km (5.0 

mi) northeast of St. John's, the capital of Antigua and Barbuda. 

 

 

General information 

 

ICAO:   TAPA 

 IATA:    ANU 

Time zone:  UTC-4 (standard time) 

Latitude:  17° 08' 27.99" N 

Longitude:  61° 47' 08.01" W 

Elevation:  62 ft 

Transition Altitude: 2,500 ft 

Transition level: FL040 

VC BIRD VOR:  ANU  114.5 

VC BIRD NDB:  ZDX 369 

 

 

No VFR traffic at night. 

https://en.wikipedia.org/wiki/V._C._Bird_International_Airport


Communications 

 

Name     Frequency 

TTPP_ATIS VC BIRD Atis  114.500 

TTPP_GND VC BIRD Ground 121.900 

TTPP_TWR  VC BIRD Tower  118.200 

TTPP_APP VC BIRD Approach 119.100 

TTZP_CTR PIARCO Radar  123.700 

TTZP_S_CTR PIARCO South Radar 125.400 

 

 

 

 

Runways 

 

RWY QFU LDA    TORA 

07 073° 8327 feet/2538 m  8983 feet/2738 m 

25 253° 8983 feet/2738 m  8999 feet/2538 m 

 

 

 

 

Approaches 

 

Runway 07 

RNAV RWY 07 

12 DME ARC RWY 07 

VOR DME RWY 07 

VOR RWY 07 



Runway 25 

12 DME ARC RWY 25 

VOR DME RWY 25 

VOR DME RWY25 

VOR RWY 25 

 

NDB-A 

 

 

 

Airport and parking gates 

 

VC Bird has a 9,967ft (3,038m) runway able to accommodate most international wide-body airliners. 

The airport layout consists of one main ramp to the North connecting the runway with 4 taxiways. 

 

 

 

 



All departing IFR traffic should notify VC Bird GND, at the least 5 minutes before starting up. 

Pilots should be caution on approach to runway 07 and expect turbulence when winds are from the 

East or South East. 

Arriving aircraft provided they have the appropriate scenery will be allocated a gate number by GND 

or TWR. 

 

Taxiway A restrictions: 

Taxiway A is for day operations only. It is also limited to aircraft with a maximum take-off weight of 

65,000lbs (29,500kg) or less and a wing span of 100 feet (30m) or less. 

In this case up to the Dash8 Q400 with the MTOW of 65000lbs or less. 

 

 

When taxing from position 8, pilots must use idle power. 

 

 

 

 

 

 

 



Departures 

 

Piarco departure procedure runway 07 

 

No restrictions unless specific instructions given by online ATC. 

 

Piarco departure procedure runway 25 

No restrictions unless specific instructions given by online ATC. 

 

 

 

 

 Note: VC Bird ŘƻŜǎƴΩǘ ƻŦŦŜǊ ŀƴȅ {ǘŀƴŘŀǊŘ LƴǎǘǊǳƳŜƴǘ 5ŜǇŀǊǘǳǊŜǎ ό{L5ύΦ 

 

 

 

 

 

 

 

 

 

 

 

VC Bird arrival approaches 

±/ .ƛǊŘ ŘƻŜǎƴΩǘ ƘŀǾŜ ŀƴȅ ǊŀŘŀǊ ǎŜǊǾƛŎŜǎ ǘƘǳǎ pilots should expect procedural approaches. 

 

 

 



 

RNAV RWY 07  

Pilots should expect to report at positions EMALI and or BOPAR before landing clearance for 

runway 07. 

 

 

 

 



12 DME ARC RWY 07 

 

Pilots should expect to report at position OMREL then or DME from ANU before getting 

landing clearance to runway 07. 

 

 

 

 



VOR DME RWY 07 

 

Pilots should expect to report at position ANU then turning inbound runway 07 getting 

landing clearance to runway 07. 

 

 

 

 



VOR RWY 07 

 

Pilots should expect to report at position ANU then turning inbound runway 07 before 

expecting landing clearance to runway 07. 

 

 

 



12 DME ARC RWY 25 

 

Pilots should expect to report at position LENED before expecting landing clearance to 

runway 25. 

 

 

 



VOR DME RWY 25 

 

Pilots should expect to report at position ANU then turning inbound runway 07 getting 

landing clearance to runway 07. 

 

 

 



VOR RWY 25 

 

Pilots should expect to report at position ANU then turning inbound runway 07 before 

expecting landing clearance to runway 25. 

 

 

 



NDB ς A 

 

 

 

 

 


